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Recycled Water Quality  
 
Ararat winter storage onsite: 
 

The test results for the month meet Class “C” requirements.  
 

Parameter Wet Weather Storage 

EPA 
Compliance levels 

Class C water* 

pH 7.9 6-9 

Electrical Conductivity (uS/cm) 1300.0   

Biochemical Oxygen Demand (mg/L) 4.0 <20 

Suspended Solids (mg/L) 3.0 <30 

E.coli (orgs/100ml) 4.0 <1000 

Total Phosphorus (mg P/L) 13.0   

Total Nitrogen (mg N/L) 17.0   

 
 
Sugarloaf Storage (reference only, not official testing point): 
  

Parameter 
Wet Weather 

Storage 

EPA 
Compliance levels 

Class C water* 

pH 8.0 6-9 

Electrical Conductivity (uS/cm) 1500.0   

Biochemical Oxygen Demand (mg/L) 2.0 <20 

Suspended Solids (mg/L) 2.0 <30 

E.coli (orgs/100ml) 22.0 <1000 

Total Phosphorus (mg P/L) 8.0   

Total Nitrogen (mg N/L) 3.2   

 
* Parameters for Class C Water 
(EPA, Victorian guideline for water recycling.  Publication 1910.2. March 2021). 
 
 


